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VINAVIL PRODUCT RANGE
PRODUCT SOLID CONTENT % MFFT °C PROPERTIES

CRILAT 7829 44±1 11 High blocking resistance

CRILAT 7832 44±1 0 Good flexibility, low MFFT

CRILAT 4815 31±1 5 Nanolatex, high penetration

CRILAT 7840 45±1 40 Good hardness, stain resistance

CRILAT 4850 43±1 42 Excellent stain resistance, high hardness

Wood 
coatings

Wood coatings are essential for protecting and enhancing 
the appearance of wood surfaces. They heighten 
the beauty of the wood and protect against aging,  
atmospheric agents and physical and chemical stress.
Each type of coating has its specific use, depending on 
the wood type and the desired finish.

VINAVIL offers acrylic polymer water-based dispersions to 
formulate water-based coatings for interiors or exteriors 
use, transparent or pigmented, matt or glossy. These 
are environmentally friendly solutions and offer good 
resistance to moisture and UV radiation, high durability, 
chemical resistance and easy applicability.

VINAVIL polymers play a crucial role in wood coatings 
formulation like stain, primer and sealant, base and 
top-coats, providing several key functions such as film 
formation, adhesion, chemical resistance, mechanical 
properties, flexibility, aesthetic properties.

Concerning environmental sustainability, mass balance 
schemes are typically directed to replacing a portion of 
fossil input material with a bio-based alternative. In this 
context, VINAVIL applies a ISCC-certified mass balance 
approach for alternative solutions.

WHERE TO USE
CRILAT

7829
CRILAT

7832
CRILAT

4815
CRILAT

7840
CRILAT

4850

Clear and pigmented finishes

Intermediate base-coat

Wood stain

Water based enamel

Furniture  
and cabinets finishes

  Excellent       Good
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Outdoor  
wood coatings performance

Indoor  
wood coatings performance

BLOCKING RESISTANCE
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(0,3 Kg/cm2 

at 50°C x 6h) 

0 good / 5 bad

WATER WHITENING
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Water Ethyl alcohol Acetic acid MustardCoffee Red wine Ammonia

CRILAT 7840 CRILAT 4850 Competitor

STAINS RESISTANCE

after 16h - seconds - 5 good / 0 bad

PERSOZ HARDNESS

0 50 100 150

C-4850

C-7840

Competitor 1

after 24h - seconds

All our products undergo rigorous 
laboratory testing to ensure  
continuous performance  
improvement. 
Particular attention is given  
to stain resistance, durability  
and aesthetic properties.
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Certified  
products

VINAVIL ISCC CERTIFICATES BIO-ATTRIBUTED CERTIFIED PRODUCTS 

PRODUCT MAX % SUSTAINABILITY (*) THEORETICAL ON SOLID

CRILAT BIO 7829 20 47%

CRILAT BIO 7832 23 54%

CRILAT BIO 4815 14 46%

CRILAT BIO 4850 14 31%

(*) Communicated through ISCC Sustainability Declaration

The physical content of the mass balance finished goods is not guaranteed. Therefore, it is 
not possible to make a claim on the bio-based content. LCA is conducted to evaluate the real 
environmental impact of the product.

Our Italian plants are 
ISCC PLUS certified 
for the use of Bio, 
Bio-Circular, Circular 
raw materials with full 
supply chain traceability 
through the mass balance 
approach. IMPORTANT!
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ISCC PLUS Certificate 

 
 

Certificate Number: ISCC-PLUS-Cert-ID218-0505250199  
 

PT Intertek Utama Services 

Graha Iskandarsyah 4th floor. Jl. Iskandarsyah Raya, Jakarta Selatan No. 66 C, 12160, 

Jakarta, Indonesia 

certifies that 

VINAVIL 

Via Baiona 107, Ravenna 48123, Italy 

 

complies with the requirements of the certification system 

ISCC PLUS 

(International Sustainability and Carbon Certification) 

Place of the audit  

(if different from the legal address of the system user as stated above; only applicable for traders and traders with 

storage): 

n.a. 

 

This certificate is valid from 05.05.2025 to 04.05.2026. 

The site of the system user is certified as: 

Polymerization plant 

Trader  
 

The scope of the certificate includes the following chain of custody options: 

(not applicable for paper traders) 

Mass Balance

 
 
 

Jakarta, 05.05.2025 

 

  
Place and date of issue  Stamp, Signature of issuing party 

 
 

 

The issuing Certification Body is responsible for the accuracy of this document. Version / Date: 2 / 05.05.2025 
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ISCC PLUS Certificate  
 

Certificate Number: ISCC-PLUS-Cert-ID218-042925186   
PT Intertek Utama Services Graha Iskandarsyah 4th floor. Jl. Iskandarsyah Raya, Jakarta Selatan No. 66 C, 12160, Jakarta, Indonesia 

certifies that 
Vinavil 

Via Toce 7, 28844 Villadossola, Italy 
 

complies with the requirements of the certification system 
ISCC PLUS (International Sustainability and Carbon Certification) 

Place of the audit  (if different from the legal address of the system user as stated above; only applicable for traders and traders with storage): 

n.a. 
 This certificate is valid from 29.04.2025 to 28.04.2026. 

The site of the system user is certified as: 
Polymerization plant 

 The scope of the certificate includes the following chain of custody options: (not applicable for paper traders) 
Mass Balance 

 
 

Jakarta, 29.04.2025 

 

  
Place and date of issue  Stamp, Signature of issuing party 



SEDE:

VINAVIL S.p.A.
Via Valtellina, 63 | 20159 Milano
ITALIA
Tel. +39 02695541
Fax +39 0269554890

ALTRE SEDI:

VINAVIL AMERICAS
Deerfield Beach (Miami) FL | U.S.A.
Laval (Montreal) QC | CANADA

VINAVIL EGYPT
Il Cairo | EGITTO

vinavil.com
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